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CPC/CVG (SEVCON) Installation

fig. 1

INSTALLATION INSTRUCTIONS

F21. (F2) wire from F1/S1 on motor

2. (B-) wire from battery main negative (-)

3. (M) wire from A2 on motor

4. (B+) wire from solenoid - main positive (+), & wire 
from A1 on motor

5. (F1) WIRE FROM F2/S2 ON MOTOR

6. If it goes backwards, reverse the F1 & F2

fig. 2
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7. Install the 20 Pin Connector (fig 3 & 4, A) on 
the Navitas Vehicle Module Harness to TSX 
Controller

8. Install the 16 Pin OEM Connector (fig 3 & 4, 
B) to the Navitas Vehicle 23 Pin Module  
Harness

9. Optional - connect 8 pin connector (fig 3 & 4 
C) to the “On The Fly” Programmer). 

The Vehicle’s Main Battery Positive and Negative Cables can now be re-connected.

CPC/CVG (SEVCON) Installation Cont’d
INSTALLATION INSTRUCTIONS

NOTE: The harness should be oriented and secured with Zip Ties to prevent 
water and debris from accumulating in the connectors
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Vehicle Module Harness

fig. 3

fig. 4
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A. 20 Pin Connector

B. 16 Pin OEM Connector

C. 8 pin connector 
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Pinout for Controller

CPC/CVG (SEVCON) Installation Cont’d
INSTALLATION INSTRUCTIONS

Diagrams and other updates available at: NavitasVS.com/support
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